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AppLoader : Overview and Installation

AppLoader software allows field service personnel to restore or update 
Lx5 firmware utilizing the USB Tech Kit cable. 

AppLoader performs two functions. First the software downloads 
firmware to the controller in the form of Clipping (extension .clipping) 
files. Second AppLoader displays Modstat consisting of diagnostic 
firmware and operational data.

1.	 The USB-TK Thumb Drive is configured to auto-run and display 
the Main Menu screen. (previously shown in Figure 1)

2.	 From the Main Menu screen, click on the AppLoader button to 
view the AppLoader Menu choices. (Figure 38)

3.	 From the AppLoader Menu, click on AppLoader Install to launch 
the installation process. (Figure 39)

4.	 At the end of the installation process select Done to complete the 
installation.

(Figure 38)

(Figure 39)
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AppLoader : Connection

1.	 Insert the USB end of the Technicians Cable into an available 
USB port on your PC.1

2.	 Connect the cable to the Lx5 controller with the red 5 pin socket. 
(Figure 40)

3.	 Launch AppLoader from your computer Desktop or Start Menu. 
The AppLoader main screen will appear. (Figure 41)

4.	 Select Tool Bar Access Port > Choose the Com Port to which the 
Technicians Cable is connected. (Figure 42)

(Figure 40)

(Figure 41)

(Figure 42)1 Drivers must be installed to operate the 
Technicians Cable. Refer to Page 7 for driver 
installation instructions.
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(Figure 43)

(Figure 44)

(Figure 45)

AppLoader : Downloading

1.	 Select Tool Bar File > Open
2.	 Navigate to Removable Disk (X) (USB-TK Thumb Drive) > App_

Loader > Clippings > Select the Clipping file you wish to download. 
(Figure 43) (Contact Blue Ridge Technical Support for the latest 
Clipping files)

3.	 Once the Clipping file opens, select Build (Figure 44)1

4.	 AppLoader will then construct the file and display the message 
“Build complete. Choose next action.” (Figure 45)

5.	 Select Modstat to confirm communication is established.2

6.	 Modstat will display the controller’s current firmware and related 
data. 

1 If the Build button does not become selectable, resize the AppLoader Window.

2 If Modstat is not selectable confirm the proper Com Port is selected.
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AppLoader : Downloading

1.	 Select Tool Bar File > Open
2.	 Navigate to Removable Disk (X) (USB-TK Thumb Drive) > App_

Loader > Clippings > Select the Clipping file you wish to download. 
(Figure 43) (Contact Blue Ridge Technical Support for the latest 
Clipping files)

3.	 Once the Clipping file opens, select Build (Figure 44)*
4.	 AppLoader will then construct the file and display the message 

“Build complete. Choose next action.” (Figure 45)
5.	 Select Modstat to confirm communication is established.**
6.	 Modstat will display the controller’s current firmware and related 

data. 
AppLoader : Downloading (Continued)

7.	 Then select Download Memory.
8.	 The Set Device ID window will appear. “Use auto-assign device 

ID” creates an ID based on the controller’s configuration. “Use 
assigned device ID” employs the controllers current ID. “Set 
device ID to (X)” allows maunal assignment of the ID. Select 
desired device ID setting and select OK. (Figure 46)

9.	 AppLoader will begin loading new Clipping file to controller. 
(Download may take 10-20 minutes)

10.	When the download is accomplished “Download Complete and 
Successful” will display. (Figure 47) (If the download fails first 
repeat steps 5-8. If failures continue refer to Page 41 and contact 
Blue Ridge Technical Support)

11.	 Close AppLoader.

(Figure 46)

(Figure 47)
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AppLoader : Formatting

Formatting the controller may be necessary to successfully download 
new firmware. Contact Blue Ridge Technical Support before formatting 
any controller. 

1.	 Disconnect the controller’s power.
2.	 Disconnect the USB Technicians Cable.
3.	 Set both the controller’s rotary switches to (0).*
4.	 Install a jumper on the Format (FMT) pins.
5.	 Apply power to the controller. Confirm the red Error LED is blinking 

(this indicates the controller is formatted).
6.	 Disconnect the controller’s power.
7.	 Reset both the controller’s rotary switches to original position.
8.	 Uninstall the jumper from the Format (FMT) pins.
9.	 Apply power to the controller.
10.	Connect the USB Technicians Cable.
11.	 Perform a Modstat to confirm formatting. The Device Instance will 

display “Unconfigured”. (Figure 48)

(Figure 48)

* Refer to Lx5 Hardware User Guide for location of controller hardware.


